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General Safety Instructions
Warning！When using this machine , basic safety precautions should always be followed to reduce the risk of fire , 

electric shock and personal injury .

Read all these instructions before operating this product and save these instructions.

1.Keep work area clean.

Cluttered areas and benches invite injuries.

2.Consider work area environment.

Do not expose power to rain. Do not use machine tools in damp or wet locations. Keep work area well lit. Dot not

use power tools where there is risk to cause fire or explosion.

3.Guard against electric shock.

Avoid body contact with earthed or grounded surfaces ( e.g. pipes , radiators , refrigerators )

4.Keep children away.

Do not let visitors touch the tool or extension cord.

5.Dress properly.

Do not wear loose clothing or jewelry, they can be caught in moving parts. Wear protecting hair covering to contain

long hair.

6.Do not abuse the cord.

Never carry the machine by cord or yank it to disconnect it from the socket. Keep the cord away from heat, oil and

sharp edges.

7.Maintain machine with care.

Follow instructions for lubrication and changing accessories. Inspect tool cord periodically and if damaged , have it

repaired by an authorized serviced facility.

8.Disconnect machine power

When not in use, before servicing and changing accessories , please disconnect electricity.

9.Avoid unintentional starting.

Do not carry plugged - in tool with finger on the switch. Ensure switch is off when plugging in.

Repairs should only be carried out by qualified persons and using original spare parts.

The use of any accessory or attachment, other than those recommended in this instruction manual, may present

determine that it will operate properly and perform its intended function.

Before further use of the machine , after replaced the damaged parts , the machine should be carefully checked to

12.Have your machine repaired by a qualified person.

a risk of personal injury.

11.Warning

10.Check damaged parts.

Special Warning For Electric Connection！

1.Incorporate this machine only with "CE" certificate switch.

2.Follow the instruction manual to install control device.

3.Always earth machine appropriately during operation.

unintentionally start of machine.

4.Before adjustment, parts change or servicing must be sure to pull out the plug from socket to prevent the hazard of











1CM~2CM

pressed inward about 2 cm.

A.BELT: M type V belt and be sure that the motor turning

direction is clockwise and the motor belt tension can be

6.CAUTION IN SETTING UP MOTOR BELT

402 0001

Model

MT/MTS 4504P

MT/MTS 4512P

Maximum speed

4500

4000

Standard speed

4000

3500

< Machine speed >

< Motor pulley selection table >

50Hz(mm)

60

70

3150

2300

2950

3450

60Hz

3300

3700

80

90

3900

4400

4100

110

100

4500 (5400)

(4900)

out diameter
Motor pulley Machine speed (SPM)

！

MT 4004P

MT4012P

When the needle bar is at the top of its stroke ,

5-1 Needle height

remove plug A on the head plate, loosen needle bar clamp B

with a hex. wrench and then move the needle bar up or down.

the center of the needle drop hole and then retighten the screw.

Note:

Standard needle height ( distance D )

Standard model

15 mm

With thread trimmer

14.5 mm

If this screw is looesend, make sure edch needle drops into

Do not loosen the screw on needle bar guide C.













































29-1. Open-cut Short Table Top Type

共    孔

共    孔

共    處

共    處

共    處

共    孔

物料編號 : 66816-4

物料編號 : 66816-3

29. MT SERIES TABLE

29-2. Semi-Submerged Type







29-7. Dual-purpose Open-cut Short Table Top Type
物料編號 : 66816-13

29-6. Dual-purpose Open-cut Long Table Top Type
物料編號 : 66816-12

共    孔

共    孔

共    處

共    孔

共    處

共    孔



30. MTD SERIES TABLE

物料編號 : 66816-9

30-1. Open-cut Short Table Top Type

共    孔

物料編號 : 66816-10

30-2. Short Table Top Type

共    孔



物料編號 : 66816-11

30-3. Dual-purpose Open-cut Short Table Top Type

共    孔



IMPORTANT SAFETY INSTRUCTION
1. Transportation

(1)The machine packed with two pieces of cover that made of expanded polystyrene.

(2)Put the machine into a export carton.

(3)Use a cart or by two men's hands to move it.

2. Storage

(1)The machine must use dustcover to cover it when it does not work.

(2) Avoid to storage the machine in the room temperature more than 45℃.

3. Working

(1)     The machine doesn't work properly when temperature over 40℃.

4.Warning

D: Do not insert your finger between needle and puller during sewing operation.

C: Be careful when you feed the fabric.

B: Never touch the needle when the machine is still running.

A: Working area is dangerous.

Pay attention to these warning advices as follow：

5. Pay attention to the warning sticker.

A: movable parts must be covered with guard when you operate.

B: pull out the plug from socket first when you adjusting , threading , changing bobbin or cleaning.




